
Italian manufactured Piusi Panther 
pump and K600/3 pulse meter for 
long, trouble-free service life.

Magnetic fuel conditioner to break 
up any bacteria growth/diesel bug 
and prevent �lter blockages.

Fuel inlet and outlet on the same 
side of unit for easier installation.

Unit and control panel branding 
available with customisable QR 
codes to direct users to your 
website to buy replacement parts.

Engineer login required to 
prevent tampering, and manual 
mode to enable system priming.

Touchscreen control panel for 
operational information including 
�lter degradation/block alerts, 
and �ow rate trends for �lter life 
expectancy - giving you full control 
of pre-emptive maintenance.

Unit is plated for sturdy �xing to a 
metal fuel tank or cabinet, with 
�xing points so that the unit can 
be moved easily without the 
obstruction of �lters. 

Input for an alarm/gauge and 
leak probe to detect low 
level/leaks. If activated, alert 
shows on panel and pump will 
shut off until the issue’s resolved.

Two passive BMS outputs for 
the remote warning of �lter 
block and low level/leak/fault 
to alert the user that they 
need to take action.

Two stage high performance 
�ltration using Cim-Tek Ultimate 
Defense particle and water �lters - 
a 10 micron, followed by a 2 
micron �nishing �lter.

Automatically set system run 
times to run between 9am & 
5pm Mon-Fri, turning over 1.5 x 
tank capacity p/month.

Targets ISO 14/13/11 fuel quality via multi-pass �ltration!


